ATTACHMENT BOLT
PENETRATION LENGTH

4" MIN. (TYP.) CHANNEL NUT

HOT DIPPED GALVANIZED
STEEL SPACERS. INSTALL
AND SIZE AS REQUIRED.

Yo DIA. 2!/4" LENGTH BOLT
WITH LOCK WASHER,
AND NUT. (TYP.)

A

WITH SPRING (TYP.)

UNISTRUT DETATL

% ' DIA. 24" LENGTH BOLT

CONNECTOR BOLT
W/LOCK WASHER
(TYP.)

NUMBER OF CLAMPS SHALL BE DETERMINED
BY NUMBER OF CONDUITS TO BE ATTACHED
TO UNISTRUT.

SEE PLANS FOR CONDUIT ROUTING.

NOTES

MOUNTING HARDWARE DETAILS ARE PROVIDED FOR ILLUSTRATIVE PURPOSES
ONLY. THE CONTRACTOR MAY PROPOSE GEOMETRIC ATTACHMENT MODIFICATIONS,
SUBJECT TO APPROVAL BY THE ENGINEER.

DRILLING THROUGH REINFORCING STEEL IS NOT ALLOWED. IF STEEL IS HIT
WHILE DRILLING, THE LOCATION SHALL BE MOVED AND THE ABANDONED HOLE
FILLED WITH GROUT CONFORMING TO SECTION 6-02.3(20). THERE SHALL BE A
MINIMUM 3" EDGE DISTANCE TO THE CENTERLINE OF ANCHOR HOLES IN CONCRETE.
MOUNT THE UNISTRUT USING AN APPROVED RESIN BONDED ANCHOR SYSTEM,
INSTALLED PER MANUFACTURERS RECOMMENDATION IN DRY CONDITIONS.

RESIN BONDED ANCHORS SHALL BE STAINLESS STEEL AND SHALL BE A MINIMUM

OF 3" DIA. UNLESS THE PLANS REQUIRE LARGER ANCHORS. (EXPANSION ANCHORS
ARE NOT ALLOWED.)

LOCK WASHER (TYP)
RIGID G DD SCHEDULE 40 PVC SCHEDULE 80 PVC
STRAP FOR CONDUIT
TRWREINAL 1 CONDUTT STRAP DIAMETER TRUREINAL 1 CONDUTT STRAP DIAMETER TRWREINAL 1 CONDUTT STRAP DIAMETER
o o N, OUTSIDE INSIDE N, OUTSIDE INSIDE N, OUTSIDE INSIDE
7" DIA. L/;" LENGTH BOLT A 0.840 0.622 A 0.840 0.622 , 0.840 0.546
Ya 1.050 0.824 Y 1.050 0.824 a 1.050 0.742
1 1.315 1.049 1 1.315 1.049 1 1.315 0.957
1/4 1.660 1.380 1/4 1.660 1.380 1/4 1.660 1.278
1/ 1.900 1.610 1/, 1.900 1.610 1Y, 1.900 1.500
WASHER (TYP) 2 2.375 2.067 2 2.375 2.067 2 2.375 1.939
2% 2.875 2.469 2, 2.875 2.469 2, 2.875 2.323
DETAIL A 3 3.500 3.068 3 3.500 3.068 3 3.500 2.900
3% 4,000 3.548 3l 4,000 3.548 4 4,500 3.826
4 4,500 4,026 4 4,500 4,026 5 5.563 4,813
5 5.563 5.047 5 5.563 5.047
6 6.625 6.065 6 6.625 6.065
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